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Dyeing 
depth 

(1/1SD)
pH range

Light Washing Sublimation Chlorinated 
water Rubbing

ISO 105-B02 ISO 105-
C06 A1S

ISO 105-P01
180°C

ISO 105-E03 
50ppm ISO 105-X12

(1/2SD) (1/1SD)

Ch Ch Ch/PA Ch/PES Ch Dry/Wet

Orange SMD 3.00% 4-8 5 5 4-5/4-5 4-5/3-4 4 4-5/4-5

Rubine SMD Conc 3.00% 4-6 4 4-5 4-5/3 4-5/3 3 4-5/4

Blue SMD 2.80% 4-6 4 4 4-5/3-4 4-5/2-3 4 4-5/4-5

Navy Blue SMD 2.00% 4-6 3-4 4 4-5/3-4 4-5/3-4 3-4 4-5/4-5

Black SMD 300% 8.00% 4-9 3-4 4 4-5/2-3 4/2-3 4-5 4-5/4

          *Material : Polyester 100%(0.5denier), microfibre
		  *Heat setting : 180˚C x 30sec

0.5-2.0 g/ 	 Dispersing agent
X  %	 Synolon SMD dyes
5g/  (pH 4.0-5.0)	 KISCO buffer EXW

4 ml/ 	 Caustic soda(36°Be)
4g/ 	 Sodium hydrosulfite
20 min 	 at 80˚C

40˚C

100˚C

130˚C

80˚C x 20min

1˚C/min

1.5˚C/min

40min 10min 30min 60min

PES dying Reduction clearing
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Synolon 
SMD dyes 
Disperse dyes

Excellence in Micro-fibre dyeing

Synolon SMD dyes



 

Synolon SMD dyes

Shade (1/1 Standard Depth) 

Extremely Suitable for Microfibre Dyeing 

 

*Material : Polyester 100%(yarn), microfibre

Dark Grey Shade

Superior Leveling Unlevel

Synolon SMD dyes

Orange SMD   	 0.62%
Rubine SMD Conc 	 0.05%
Navy Blue SMD  	 0.64%

Conventional dyes

C.I Disperse Orange 30  	 0.61%
C.I Disperse Red 167.1  	 0.22%
C.I Disperse Blue 79.1	 0.77%

Outstanding build up

Excellent dispersing properties

Perfect compatibility

Very good reproducibility

Right First Time dyeing

Environmentally sustainable 

Extremely Suitable for Microfibre Dyeing 

Requirements

Home Textiles
FURNISHING / TOY / APPAREL / TOWEL / QUILT

Superior Leveling properties

80˚C

*Material : Polyester 100%(Tricot), microfibre (EF.Velboa)

90˚C 100˚C 110˚C 120˚C 130˚C 130˚C X 30min 130˚C X 60min

Very Good Reproducibility on Microfibre

Synolon SMD dyes

Orange SMD	 1.55%
Rubine SMD Conc	 0.13%
Navy Blue SMD	 1.60%

Conventional dyes

C.I Disperse Orange 30	 1.53%
C.I Disperse Red 167.1	 0.55%
C.I Disperse Blue 79.1	 1.93%

Synolon
Orange SMD

3.00%

Synolon
Rubine SMD Conc

3.00%

Synolon
Navy Blue SMD

2.00%

Synolon
Black SMD 300%

8.00%

Synolon
Blue SMD

2.80%


